
INSULATED PANEL SYSTEMS
PRODUCT DETAILS

Whether custom built to your speci�cations or a quick-ship 
walk-in, KPS Global® sets the standard for quality and e�ciency 
for the supermarket, convenience store, scienti�c and industrial 

markets.

Parts: One (1) year from original installation but not more than �fteen (15) 
months from date of shipment, F.O.B. KPSG factory. 

Installation of parts and/or panels, if performed by KPSG for the original 
purchaser: One (1) year from completion of the original installation.

Panels: One (1) year from original installation but in no event more than 
�fteen (15) months from date of shipment, F.O.B. KPSG factory.

See website for complete Limited Warranty information. 

KPS Global® currently operates half a million square feet in three 
state-of-the-art manufacturing and warehousing facilities.  Coast-to-coast, 
these facilities are strategically located to expedite delivery, shrink freight 

costs and minimize the risk of damage during shipment.



PANELS FLOORING

INSULATION

FRAMES

KPS Global® panels are modular for ease of assembly with 
interlocking tongue-and-groove perimeter panels. Panels 
are available in 3½”, 4” and 5” thickness. Panels can be 
designed for indoor or outdoor applications.

  In addition, panels can span up to 22’ without any 
additional support in most indoor applications. 

Double bulb compression gaskets are standard in panels.

Panels are made of solid core, factory poured-in-place 
urethane insulation (with a density of 2.2 pounds per cubic 
foot) to ensure superior performance and low operating 
costs. The urethane also meets the ignition properties 
requirements of ASTM D-1929 and is CFC free.

FINISHES
Interior and exterior panel �nish options include:
Texture: Embossed or Smooth
Colors:
          Standard Color - Natural
          Optional Colors -  KPS Global White, Tan, Black or Custom
Finishes: Aluminum, Galvanized or Stainless Steel as well as Antimicrobial
Weights: 20 to 26 Gauge 

ACCESSORIES
We can also supply you with all the 
elements to out�t your walk-in including:
         • LED/Fluorescent Lighting
         • Alarms
         • Thermometers
         • Strip Curtains
         • Outdoor Roof Systems

MANUFACTURED DOORS
Made-to-order swing doors and door sections 
are available. All our doors are custom made 
with a variety of trims and all the components 
needed including wiring, heated sweeps, 
latches and closers. 

KPS Global o�ers a hi-lift cam that raises the 
door ¾” when opened making the door easier 
to open and close.  Hinges are self closing 
when opened less than 90 degrees and have a 
hold open feature when opened beyond 90 
degrees.     

Floor panels are constructed in the same manner as the walls and ceilings except forthe 
addition of a substrate under the interior �nish. 

Standard �oor �nishes are:

 22 Gauge Smooth Natural Galvanized

 .050 Smooth Natural Aluminum

 .080 “Low Pro�le” Aluminum Tread Plate

 22 Gauge Smooth Stainless Steel Type 304#2B Finish

Floor options based on intended use and load requirements:

 Foot Tra�c:  Galvanized or Stainless Steel skins over foam 

 UNIFORM LOAD = 700 PSF

 Hand Truck: ½” Plywood under any metal UNIFORM LOAD = 1000 PSF

 Pallet Jack: ½" Plywood under any metal with �eld applied ³/16" DTA

 UNIFORM LOAD = 2500 PSF

 Super Floor: ¾" Plywood under any metal with sti�ners at 12" O.C. and

 �eld applied  ³/16” DTA UNIFORM LOAD = 5000 PSF   

PANEL JOINT COMPONENTS

JOINT 
GASKET

GROOVE

TONGUE

CAM-LOCK
FASTENER

Ceilings are fastened 
using a lag down 
assembly although a 
cam-lock system is also 
available.

CAM-LOCK
Panels are fastened with the cam-lock system to ensure a tight seal. Metal clad surfaces, 
designed to your speci�cations and with tongue and groove frames, are joined with a 
cam-lock that allows for easy and fast on-site modular assembly.

3/8” LAG BOLTSCAM-LOCK (UNLOCKED)
CAM

PIN

CAM-LOCK (LOCKED)
CAM3/4” TURN

PIN

Panel frames are constructed of either Wood or High-Density Rail (HDR) urethane 
frames in 3½”, 4” or 5” thickness. Wood frames provide structural support while HDR 
frames provide a higher thermal value. 

    Panel 
 Thickness

3 ½” 25

32

40

4”

5”

Standard Inset Doors Include:

- 3-Sided Jamb Heater
-Sill Heater
-Latch
-Wiper Heater
-½” Conduit
-Junction Box
-T-Molding Thermal Break
-Plastic Grommet
-Adjustable Wiper Gasket
-Heater Cable Channel
-Blocking
-Metal Cover
-Support Angle
-Snap-in Magnetic Gasket

    Max 
 R-Value



WARRANTY
Parts: One (1) year from original installation but not more than �fteen (15) 

months from date of shipment, F.O.B. KPSG factory. 

Installation of parts and/or panels, if performed by KPSG for the original 
purchaser: One (1) year from completion of the original installation.

Panels: One (1) year from original installation but in no event more than 
�fteen (15) months from date of shipment, F.O.B. KPSG factory.

See website for complete Limited Warranty information. 

CERTIFICATIONS AND APPROVALS

Please see website for full list of certi�cations and approval listings.

LOCATIONS
KPS Global® currently operates half a million square feet in three 

state-of-the-art manufacturing and warehousing facilities.  Coast-to-coast, 
these facilities are strategically located to expedite delivery, reduce freight 

costs and minimize the risk of damage during shipment.

Panel Operating Temperatures are - 40F to 175F

Goodyear, AZ

 3801 S. Cotton Lane
 Goodyear, AZ 85338

 623.932.9690

Fort Worth, TX

 4201 N. Beach St
 Fort Worth, TX 76137

 800.633.3426

Piney Flats, TN

521 Industrial Park Rd
 Piney Flats, TN 37686

 423.538.0900




