
QUICK SHIP 

WALK-IN COOLERS AND FREEZERS

QUICK SHIP

KPS Global® offers a quick ship option for commonly-sized walk-in coolers and freezers.
Walk-ins come in a standard metal finish with a preset door placement and INSULFRAME™ rail.
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STANDARD FEATURES
• 4” INSULFRAME™ High Density Rail Frame
• 26 Gauge Natural Embossed Aluminum-Zinc
• Alloy Interior and Exterior Finish
• 3’0” x 6’6” Flushmount Door
• MaxLite LED Light and Cover
• Weiss Digital Thermometer and Switch

with 6’ Lead 
• Indoor Use Only

QUICK SHIP SIZE WALK-INS
• 6’ x 6’       6’ x 8’       6’ x 10’       8’ x 8’     
• 8’ x 10’    10’ x 10’  
• Manufactured to Nominal Sizes

 
WALK-IN COOLER COMPONENTS 

• PVC Channel Screed
• Cam-Lock Tops

WALK-IN FREEZER COMPONENTS 
• Floor Rated for Foot Traffic and Hand Carts

(NSF Compliant) with .050 Smooth Aluminum Wear 
Surface

• ½” OSB Floor Backing Under Metal
• Heated Vent
• Cam-Lock Tops and Floors

WALK-IN MANUFACTURED DOOR COMPONENTS 
• Fiber Reinforced Plastic (FRP) Frame 
• Closer Assembly (Hydraulic)
• Spring-Assisted Hinge LH ¾” Rise 
• Latch Assembly with Inside Safety Release 
• Interior Safety Lock Release Handle

Order before 12:00 pm CST for 72-hour shipping on quick ship orders. Quick ship boxes are designed for indoor use only and manufactured to nominal sizes. KPS Global panel assemblies

are designed to be vapor tight, not waterproof. Damage to panel assembly from exposure to splashing, spray or immersion will not be covered by warranty. Manufacturer’s warranty applies.

Picture does not necessarily depict actual product representation.
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OPTIONS
Cam-lock floor is available for cooler in lieu of PVC 
Channel Screed if selected. .050 Smooth Aluminum 
Floor that is NSF compliant. Floor is rated for foot 
traffic and hand carts only.

Top Mount Pro3 Heatcraft refrigeration systems are 
available for the smaller units. The Pro3 units are  
fully-assembled, charged, run-tested and wired at 
the factory. No additional components are required. 

The 8x10 and 10x10 units 
cannot be supported by a Top 
Mount Pro3 and will require 
a split system. Split systems 
require additional lead times.


